
4 Channels Entry Level Standalone DVR

Main Features

Ÿ 4 Channels Entry level standalone DVR

Ÿ Modified MJPEG Standalone DVR with high performance

Ÿ High performance embedded RTOS Operating System

Ÿ Duplex Video Operation: Record & Playback

Ÿ Up to 60 fps Recording speed

Ÿ USB Flash Disk backup

Ÿ Adjustable screen position

Ÿ Video input signal: NTSC/PAL

Ÿ Support Manual, Motion and Programmed Recording

Ÿ Search data by Date and Time

Ÿ Power recover Auto restore record mode

Ÿ Hard disk LED indicator when recording

Connection

CP-0401J-F

NORTOS4 MJPEG



Specifications CP-0401J-F

Operating System Embedded RTOS

System Resources Triplex Functions : Recording, Playback, Network simultaneously

User Interface IR Remote driven Menu

Control Devices IR Remote

Video Input 4 channel, Air connector to BNC(1.0Vp-p, 75)

Video Output 1 BNC (1.0Vp-p, 75 O), 1 VGA, Max. Res.:1280x1024

Video Standard PAL: 625 Lines, 50f/s; NTSC: 525 Lines, 60f/s

Compression Video: Modified MJPEG

Video Resolution Display NTSC : 640 x 448, PAL : 640 x 544

Video Recording Non real-time CIF recording @ 50FPS

Video Display Split 1/4/2011

Video Information Camera title, time, video loss, motion detection, recording

Audio Input RCA x 1, Line-In

Audio Output RCA x 1, Line-Out

Motion Detection Supported

Video Loss On Screen Display

Hard Disk 1 SATA HDD

Recording Mode Manual, Continious, Motion

Recording Priority Manual>Motion detection>Continuous

Search Mode Time/date, Motion detection

Playback All Ch. Simultanious Playback (Single Ch. view not possible)

Backup Mode USB Flash Disk

Interface Ports USB Interface

Power Supply DC 12V / 3A(AC100V~240V 50/60HZ)

Dimensions 220mm x 228mm x 48mm (WxDxH)

Weight 1.5 Kg without HDD


